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Listing of the Claims 

This listing of claims will replace ail prior versions, and listings, of claims in the application: 
1-2. (Cancelled) 

3. (Currently Amended) Th e apparatus of claim 1 furth e r comprising * An apparatus for 
displayin g at least two modes comprises an interactive application mode and a television 
program mode on a display device, the apparatus comprising : 

a television program signal receiver: 

an interactive application signal receiver: 

means for switching between said television program mode and said interactive 
applicat ion mode being active in said display device: 

means to receive remote control signals from a remote control device having^a mute key 
for generating a mute signal: 

means to enable a mute-to-interactive application feature; 

wherein when said mut e-to-interactive application feature is enabled and said television 
Bgofiram mode is active in said display device, upon receipt of said mute signal, said mode 
switching means is activated causing said interactive application mode to be active in said 
display device: 

wherein when said mute-to-interactiv e application feature is enabled and said interactive 
application mode is active in said d isplay device, upon receipt of said mute signal, said mode 
switching means is activated cau sing said television program mode to be active in said disp lay 
device^ 

means to switch channels when said television program mode is active in said display 

device; 

means to store a last viewed item as a go-back channel in a memory source; and 
said remote control device having a go-back channel key for generating a go-back 
channel signal; 

wherein when said television program mode is active and said last viewed item is said 
interactive application mode, upon receipt of said go-back channel signal, said mode switching 
means is activated causing said interactive application mode to be active in said display device. 
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4. (Original) The apparatus of claim 3 wherein when said interactive application mode is 
active and said last viewed item is a first channel of said television program mode, upon receipt 
of said go-back channel signal, said mode switching means is activated causing said television 
program mode to be active and said first channel to be displayed in said display device, 

5. (Original) The apparatus of claim 3 wherein when in television program mode and 
said last viewed item is a first channel, upon receipt of said go-back channel signal, said channel 
switching means is activated causing said first channel to be displayed in said display device. 

6. (Currently Amended) T h e apparatus of claim 1 furth e r comprising: An apparatus for 
displaying at least two modes comprising an interactive application mode and a television 
program mode on a display device, the apparatus comprising: 

a television program signal receiver; 

an interactive application signal receiver: 

means for switching between said television program mode and said interactive 
application mode being active in said display device: 

means to receive remote control signals from a remote control device having a mute key 
for generating a mute signal: 

means to enable a mute-to-interactive application feature: 

wherein when said mute-to-interactive application feature is enabled and said television 
program mode is active in said display device, upon receipt of said mute signal, said mode 
switching means is activated causing said interactive application mode to be active in said 
display device: 

means to enable a commercial skip feature in response to a commercial skip signal; 
said remote control device having a commercial skip key for generating a commercial 
skip signal; 

wherein when said commercial skip feature is enabled and said television program mode 
is active, upon detecting a beginning of a commercial break, said mode switching means is 
activated causing said interactive application mode to be active until either detection of an end of 
a commercial break or upon elapse of a selected period of time. 
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7. (Original) The apparatus of claim 6 wherein said commercial skip feature is enabled, 
said apparatus is adapted to detect said beginning and said end of said commercial break. 

8. (Currently Amended) The apparatus of claim [[1]] 3 wherein said interactive 
application mode is a browser mode. 

9. (Original) The apparatus of claim 8 further comprising: 
means to enable a television during download function; 

wherein when said browser mode is active and said television during download function 
is enabled, upon a download above a threshold time being detected, said mode switching means 
is activated causing said television program mode to be active until detection of completion of 
said download. 
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12. (Currently Amended) Th e m e thod of claim - 10 further comprising: A method of 
switching between at least two modes comprising an interactive application mode and a 
television program mode, the method comprising the steps of: 

receiving a television program signal; 
receiving an interactive application signal; 

displaying one of said television program signal or said interactive application signal in a 
display device; 

upon receipt of a mute-to-interactive application enabling command, enabling a mute-to- 
interactive application feature; 

wherein when said mute-to-interactive application feature is enabled and said television 
program signal is being displayed in said display device, upon receipt of a mute signal from a 
remote control device, activating a mode switching mean causing said interactive application 
signal to be displayed in said display device; and 

wherein when said mute-to-interactive application feature is enabled and said interactive 
application signal is being displayed in said display device, upon receipt of said mute signal, 
activating said mode switching means causing said television program signal to be displayed in 
said display device; 

tuning a channel of said television program signal for display in said display device; 

storing a last viewed item as a go-back channel in a memory source in response to a 
channel change or a mode switch; and 

wherein when said television program signal is being displayed and said last viewed item 
is said interactive application signal, upon receipt of a go-back channel signal from said remote 
control device, activating said mode switching means causing said interactive application signal 
to be displayed in said display device. 

13. (Original) The method of claim 12 wherein when said interactive application mode is 
being displayed and said last viewed item is a first channel, upon receipt of said go-back channel 
signal from said remote control device, activating said mode switching means causing said 
television program mode to be active and said first channel to be timed and displayed in said 
display device. 
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14. (Original) The method of claim 12 wherein when a second channel of said television 
program signal is tuned and displayed and said last viewed item is a first channel, upon receipt of 
said go-back channel signal from said remote control device, activating a channel switching 
means causing said first channel to be tuned and displayed in said display device. 

15. (Currently Amended) Th o m e thod of claim 10 further comprising: A method of 
switching between at least two modes comprising an interactive application mode and a 
television program mode, the method comprising the steps of: 

receiving a television program signal; 
receiving an interactive application signal; 

displaying one of said television program signal or said interactive application signal in a 
display device; 

upon receipt of a m ute-to-interactive application enabling command, enabling a mute-to- 
interactive application feature: 

wherein when said mute-to-interactive application feature is enabled and said television 
program signal is being displayed in said display device, upon receipt of a mute signal from a 
remote control device, activat ing a mode switching mean causing said interactive application 
signal to be displayed in said display device; 

upon receipt of a commercial skip enabling signal from said remote control device, 
enabling a commercial skip feature; and 

wherein when said commercial skip feature is enabled and said television program signal 
is being displayed, upon detecting a beginning of a commercial break, activating said mode 
switching means causing said interactive application signal to be displayed until either detection 
of an end of a commercial break or upon elapse of a selected period of time. 

16. (Original) The method of claim 15 wherein said commercial skip feature is adapted 
to detect said beginning and said end of said commercial break. 
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17. (Currently Amended) The method of claim [[10]] 12 wherein said interactive 
application mode is a browser mode and said interactive application signal is a browser signal. 



1 8. (Original) The method of claim 1 7 further comprising: 

upon receipt of television-during-download enabling signal from said remote control 
device, enabling a television-during-download function; and 

wherein when said browser signal is being displayed and said television-during-download 
function is enabled, upon a download above a threshold time being detected, activating said 
mode switching means causing said television program signal to be displayed until detection of 
completion of said download. 

19. (Currently Amended) An apparatus for displaying at least two modes comprising an 
interactive application mode and a television program mode on a display device, the apparatus 
comprising: 

a television program signal receiver; 

an interactive application signal receiver, 

means for switching between said television program mode and said interactive 
application television program mode being active in said display device; 

means to receive remote control signals from a remote control device having a go-back 
key for generating a go-back signal; and 

wherein when said display device was in the interactive application mode, upon receipt of 
said go-back signal, said mode switching means is activated causing said interactive application 
television program mode to be active in said display devic e; and 

wherein said Temote control signals include a television-during-download signal 
generated.by the remote control device; when said display device is in the interactive application 
mode, a download is initiated, and the download has not been completed, said mode switching 
means i$ activated causing said television program mode to be active in said display device while 
the download continues toward completion . 
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20. (Original) The apparatus of claim 19 wherein said interactive application mode is a 
browser mode. 

21. (Currently Amended) The apparatus of claim 20 wherein said remote control signals 
include a televi s ion during download signal gen er at e d by th o r e mote control dovio e ; when said 
djfl p ln y devioo j 0 m tho browser modo, a download is initiated, and tho download has not bcea 
completed, said modo switching moans is activat e d causing said tolovision program mo d o to be 
active in said display device; and when said download has been completed, said mode switching 
means is activated causing said browser mode to be active in said display device. 
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